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i 1 

U [V]

I [A]max

VT0603
ID 1730

230 V, 1 ~
0.40 0.80 1.20 1.60

ID 1731 0.55 1.10 1.65 2.20

VT0605
ID 1734

230 V, 1 ~
0.85 1.70 2.55 3.40

ID 1735 1.10 2.20 3.30 4.40
VT03189 ID 2108

230 V, 1 ~
0.28 0.56 0.84 1.12

VT03090U ID 2110 0.60 1.20 1.80 2.40
VT03158U.1 ID 2451 4.40 6.60 8.80
VT01162 ID 421

400 V, 3 ~
3.60 5.40 7.20

VT01163U ID 615 2.80 4.20 5.60
 

\\

∅ mm

AZ60.31G
VT03189

315
VT0603

AZ60.33G VT03090U
400

AZ60.32G VT0605

AZ60.37G VT03158U.1
500

AZ60.36.G VT01162/VT01163U
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i 2 

U [V]  I [A] max.

GACC 031/1
1

1 230 V, 1 ~
4.2

2 6.3

GACC 031/2
1

1 230 V, 1 ~
7.4 

2 11.2

GACC 031/3
1

1
230 V, 1 ~ 10.7

2 400 V, 3 ~ 5.4

GACC 031/4 2 1 400 V, 3 ~ 8.7

GACC 040/1

2

1 230 V, 1 ~

7.7

3 10.1

4 12.4

GACC 040/2

2

1 400 V, 3 ~

5.4

3 10.7

4 10.9

GACC 040/3
3

1 400 V, 3 ~
14.3

4 14.3

GACC 040/4
3

1 400 V, 3 ~
19.6

4 20.0

GACC 050/2

3

2 400 V, 3 ~

12.8

5 18.0

6 20.4

GACC 050/3
5

2
400 V, 3 ~ 24.3

6 2 x 400 V, 3 ~ 17.4
10.4

GACC 050/4
5

2 2 x 400 V, 3 ~

15.2
15.7

6 23.0
15.2

i 3 
+ + + +  

GACC 031/1
1

1
BG351035-00001

2 BG351035-00002

GACC 031/2
1

1
BG351035-00006

2 BG351035-00007

GACC 031/3
1

1
BG351035-00008

2 BG351035-00009

GACC 031/4 2 1 BG351035-00013

GACC 040/1

2

1

BG351035-00003

3 BG351035-00004

4 BG351035-00005

GACC 040/2

2

1

BG351035-00010

3 BG351035-00011

4 BG351035-00012

GACC 040/3
3

1
BG351035-00017

4 BG351035-00018

GACC 040/4
3

1
BG351035-00019

4 BG351035-00020

GACC 050/2

3

2

BG351035-00014

5 BG351035-00015

6 BG351035-00016

GACC 050/3
5

2
BG351035-00021

6 BG351035-00022

GACC 050/4
5

2
BG351035-00023

6 BG351035-00024
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GÜNTNER APP

guentner.eu/know-how/guentner-app

DOWNLOAD NOW
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Scan code for manual.

Guntner Asia Pacific Pte. Ltd.
8 Jurong Town Hall Road
#23-06 The JTC Summit
SINGAPORE 609434

www.guentner.asia

Güntner GmbH & Co. KG
Hans-Güntner-Str. 2 – 6
82256 FÜRSTENFELDBRUCK
GERMANY

www.guentner.eu


